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Illumina 626 BS 100

Self-extinguishing, UV-stabilized, injection moulded polycarbonate body, dyed in the mass, grey colour
RAL 7035. Metalized parabolic profile reflector. Waterproofing gasket in anti-ageing expanded
polyurethane. Closing clips in polyester base resin, flush fitting with the body (s/s clips available on
request).
Technical details: Symbols page 6.

Waterproof luminaires

Illumina 626 BS 101

Made of injection-moulded self-extinguishing UV stabilised polycarbonate, body coloured grey RAL
7035. Anti-aging expanded polyurethane seal. Polyamide closure clips which fit flush with the body. The
Salvaspazio version of the luminaire features a 3-pole terminal block with quick connects, fuse holder and
safety fuse. BS101 Salvatempo features a revolutionary pre-wired Quick Connector: the only part that
needs to be wired is the female part, which comes with a universal adaptor for the application of Ø16 -
Ø20 conduits. The Salvaspazio package (containing 3 pieces) occupies very little space, thus bringing
obvious advantages during all storage and transport stages.

Salvaspazio and Salvatempo

H

LB
1x18 670 170 95 T8
1x36 1280 170 95 T8
1x58 1580 170 95 T8

Power • Dimensions (mm) • Lamp
W B H L

2x18 670 170 95 T8
2x36 1280 170 95 T8
2x58 1580 170 95 T8 

Power • Dimensions (mm) • Lamp
W B H L

H

LB

Example: To order a fitting whose Ord. No. is 5812,
in the Digital Wave CentralTest version you have to order 5812CO

For all versions, only one lamp is powered during emergency lighting.

EMERGENCY EXECUTION

CO CentralTest Onde Convogliate
CT CentralTest
AT Autotest
AR Autotest with Inibit
TR Traditional
RM Traditional with Inibit

Code to add to the Ord. No. System description

EMERGENCY EXECUTION (Salvaspazio version only)

TR Traditional

Code to add to the Ord. No. System description

NEW

120 INDEX

1x18 674 121 82 T8 G13 3
1x36 674 121 82 T8 G13 3
2x36 1264 121 82 T8 G13 3
1x58 1564 121 82 T8 G13 3
2x58 1564 121 82 T8 G13

Power • Dimensions (mm) • Tube Cap Packaging
W L B H

Technical details: 
Symbols Page 6, 
Louvres Page 7, 
Installation Diagrams Page 8.

70% OF TIME
SAVING-55% OF VOLUME

OCCUPIED

13616RE 1.8
13617RE 1.9
13618RE 2.6
13619RE 3.1
13620RE 3.7
13621RE 4.9

13616 1.8
13617 1.9
13618 2.6
13619 3.1
13620 3.7
13621 4.9

1x18
2x18
1x36
2x36
1x58
2x58

Illumina BS101 Salvaspazio lighting
REATTORE ELETTRONICO

Ord. Code Weight Kg
REATTORE ELETTRONICO

Ord. Code Weight KgW

1x18
2x18
1x36
2x36
1x58
2x58

W

03

03

03

03

03

03

IP65 T855% 850°C 850°CSalvaspazio 

N.B. The Salvaspazio version is supplied in a package minimum 3 pieces or multiple,
non-divisible.

ELECTRONIC BALLAST LOW LOSS B2

14618RE 2.6
14619RE 3.1
14620RE 3.7
14621RE 4.9

1 14618 2.6
14619 3.1

1 14620 3.7
14621 4.9

1x36
2x36
1x58
2x58

Illumina BS101 Salvatempo lighting
REATTORE ELETTRONICO

Ord. Code Weight Kg
REATTORE ELETTRONICO

Ord. Code Weight KgW

1x36
2x36
1x58
2x58

W

IP65 T8Salvatempo Versions

N.B. The Salvatempo version comes with pre-installed fluorescent tubes and the diffuser
and hooks already mounted.

ELECTRONIC BALLAST LOW LOSS B2

F

230V
50Hz

F

230V
50Hz

Example: To order a fitting whose Ord. No. is 5812,
in the Digital Wave CentralTest version you have to order 5812CO

For all versions, only one lamp is powered during emergency lighting.



mente

Ord. No. Description Pcs./pack.

3905 Protection grille for 18/2x18W units 1
8066 Protection grille for 36/2x36W units 1
8067 Protection grille for 58/2x58W units 1
3505 S/S fixing hooks for 14/18W units 4
3506 S/S fixing hooks for 28/36W units 8
3507 S/S fixing hooks for 35/58W units 10
8010 Through cable kit for 58 W 1
8012 Through cable kit for 36 W 1
3504 Bracket for wall mounting 1

ACCESSORIES - TO BE ORDERED SEPARATELY

SELF-DIMMABLE ELECTRONIC BALLAST

Ord. No. Description
ELECTRONIC BALLAST

Ord. No. DescriptionW Weight kg 

1x18
1x36
1x58
2x18
2x36
2x58

3622 BS 100 RD 136 
3624 BS 100 RD 158 

3623 BS 100 RD 236 
3625 BS 100 RD 258 

3616PR BS 100 RE 118 
3618PR BS 100 RE 136 
3620PR BS 100 RE 158
3617PR BS 100 RE 218 
3619PR BS 100 RE 236 
3621PR BS 100 RE 258 

1.5
2.4
2.9
1.5
2.4
2.9

T8IP66

03

03

03

03

03

03

F

230V
50Hz

Illumina 626 BS 100 Basic

Self-extinguishing, UV-stabilized, injection moulded polycarbonate body, dyed in the mass, grey colour
RAL 7035. White parabolic profile reflector. Waterproofing gasket in anti-ageing expanded polyurethane.
Closing clips in polyester base resin, flush fitting with the body (s/s clips available on request).
Technical details: Symbols page 6.

Waterproof luminaires

H

LB
1x18 670 170 95 T8
1x36 1280 170 95 T8
1x58 1580 170 95 T8

Power • Dimensions (mm) • Lamp
W L B H

2x18 670 170 95 T8
2x36 1280 170 95 T8
2x58 1580 170 95 T8 

Power • Dimensions (mm) • Lamp
W L B H

NEW
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Ord. No. Description Pcs./pack.

3905 Protection grille for 18/2x18W units 1
8066 Protection grille for 36/2x36W units 1
8067 Protection grille for 58/2x58W units 1
3505 S/S fixing hooks for 14/18W units 4
3506 S/S fixing hooks for 28/36W units 8
3507 S/S fixing hooks for 35/58W units 10
8010 Through cable kit for 58 W 1
8012 Through cable kit for 36 W 1
3504 Bracket for wall mounting 1

ACCESSORIES - TO BE ORDERED SEPARATELY

Example: To order a fitting whose Ord. No. is 5812,
in the Digital Wave CentralTest version you have to order 5812CO

For all versions, only one lamp is powered during emergency lighting.

EMERGENCY EXECUTION

CO CentralTest Onde Convogliate
CT CentralTest
AT Autotest
AR Autotest with Inibit
TR Traditional
RM Traditional with Inibit

Code to add to the Ord. No. System description



Illumina 626 BS 100 Basic Waterproof luminaires

ELECTRONIC BALLAST

Ord. No. DescriptionW Weight kg 

1x14
1x28
1x35
2x14
2x28
2x35

3714 BS 110 T5 RE 114 
3715 BS 110 T5 RE 128 
3716 BS 110 T5 RE 135
3717 BS 110 T5 RE 214
3718 BS 110 T5 RE 228
3719 BS 110 T5 RE 235 

1.5
2.4
2.9
1.5
2.4
2.9

T5IP66

03

03

03

03

03

03

F

230V
50Hz

122 INDEX

mente

Ord. No. Description Pcs./pack.

3905 Protection grille for 18/2x18W units 1
8066 Protection grille for 36/2x36W units 1
8067 Protection grille for 58/2x58W units 1
3505 S/S fixing hooks for 14/18W units 4
3506 S/S fixing hooks for 28/36W units 8
3507 S/S fixing hooks for 35/58W units 10
8010 Through cable kit for 58 W 1
8012 Through cable kit for 36 W 1
3504 Bracket for wall mounting 1

ELECTRONIC BALLAST

Ord. No. DescriptionW Weight kg 

1x18
1x36
1x58
2x18
2x36
2x58

3616RE BS 100 RE 118 
3618RE BS 100 RE 136 
3620RE BS 100 RE 158
3617RE BS 100 RE 218 
3619RE BS 100 RE 236 
3621RE BS 100 RE 258 

1.5
2.4
2.9
1.5
2.4
2.9

T8IP66

03

03

03

03

03

03

F

230V
50Hz

Illumina 626 BS 110

Self-extinguishing, UV-stabilized, injection moulded polycarbonate body, dyed in the mass, grey colour
RAL 7035. Metalized parabolic profile reflector. Waterproofing gasket in anti-ageing expanded
polyurethane. Closing clips in polyester base resin, flush fitting with the body (s/s clips available on
request).
Technical details: Symbols page 6.

Waterproof luminaires

H

LB
1x14 670 170 95 T5
1x28 1280 170 95 T5
1x35 1580 170 95 T5

Power • Dimensions (mm) • Lamp
W L B H

2x14 670 170 95 T5
2x28 1280 170 95 T5
2x35 1580 170 95 T5

Power • Dimensions (mm) • Lamp
W L B H

ACCESSORIES - TO BE ORDERED SEPARATELY

2x14W units, TR and RMversions only

Example: To order a fitting whose Ord. No. is 5812,
in the Digital Wave CentralTest version you have to order 5812CO

For all versions, only one lamp is powered during emergency lighting.

EMERGENCY EXECUTION

CO Digital Wave CentralTest
CT CentralTest
AT Autotest
AR Autotest with Inibit
TR Traditional
RM Traditional with Inibit

Code to add to the Ord. No. System description
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METAL HALIDE IM
Ord. No. Description

METAL HALIDE HQI
Ord. No. DescriptionW Weight kg 

250
400

11394 BS 735 IM-E 250 IP65
11395 BS 735 IM-E 400 IP65

11396 BS 735 HQI-E 250 IP65
11397 BS 735 HQI-E 400 IP65

-
-

UNITS WITH PROTECTING GLASS. IP65F

230V
50Hz

METAL HALIDE HQI
Ord. No. DescriptionW Weight kg 

250
400

13396 -
13397 -

-
-

FITTINGS ARE PROVIDED WITH BULB.

HIGH PRESSURE SODIUM

Ord. No. Description
MERCURY VAPOUR

Ord. No. DescriptionW Weight kg 

250
400

11398 BS 735 SAP-E 250 IP65
11399 BS 735 SAP-E 400 IP65

11400 BS 735 VM 250 IP65
11401 BS 735 VM 400 IP65

-
-

Unit supplied complete with lamp

Unit supplied complete with lamp

IP65F

230V
50Hz40% P

SPORT HALL

ACCESSORI - da ordinare separatamente

Ord. No. Description Pcs./pack.

12020 Protection grille BS735 1

ACCESSORIES - TO BE ORDERED SEPARATELY

Illumina BS 735

Polyester powder coated die-cast aluminium body, black colour RAL 9005, supporting components and
lamp holder,  consisting of two shells with large cooling fins. Supplied with steel retaining cables to facil-
itate maintenance operations. Lamp holder adjustable on 3 positions, to modify luminous flux to satisfy
different lighting requirements. The unit is fitted with 3-pole screw terminal and thermal protected ballast.
Technical details: Symbols page 6.

Industrial reflectors

H

LB
250 481 588
400 481 588

Power • Dimensions (mm) •
W Ø H

NEW

Cod. Ord. Article Description Pcs./pack

13392 Glass BS736 SalvaSpazio * 1
13393 Protection  grill BS 736 SalvaSpazio 1

ACCESSORIES - TO BE ORDERED SEPARATELY

*For information on product availability, contact the Beghelli sales network

Illumina 626 BS 736 SalvaSpazio

Reflector

Diffusing/ Concentrating
Diffusing/ Concentrating

METAL HALIDE HQI
Ord. No. DescriptionW Weight kg 

250
400

13404 -
13405 -

-
-

FITTINGS WITHOUT PROTECTION GLASS. IP23F

230V
50Hz40% P

SPORT HALL

Reflector

Wide/ Concentrating
Wide/ Concentrating
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H

LB
2x42 406 480 TC TE
1x70 406 480 HQI-G12
1x150 406 480 HQI-G12

Power • Dimensions (mm) • Lamp
W Ø H

1x150 533 630 HQI-E
1x250 533 630 HQI-E

Power • Dimensions (mm) • Lamp
W Ø H

Illumina BS 760

Polyester powder coated extruded aluminium body, silver colour, supporting components and lamp hold-
er. Supplied with 3-pole double insulation electric cable.
Technical details: Symbols page 6.

Industrial reflectors

Ord. No. Description LampW Weight kg 

2x42
1x70
1x150
1x150
1x250

11244 BS 760 RE 242 IP20
11245 BS 760 HQI-G12 70 IP20
11246 BS 760 HQI-G12 150 IP20
11247 BS 760 HQI-E 150 IP20
11248 BS 760 HQI-E 250 IP20

TC TE
HQI-G12
HQI-G12
HQI-E
HQI-E

Supplied with protection cover
Supplied with protection cover

4.2
5.1
5.2
5.5
6.5

IP20F

230V
50Hz

Lamp not supplied

METAL HALIDE IM
Ord. No. Description

METAL HALIDE HQI
Ord. No. DescriptionW Weight kg 

250
400

11402 BS 735 IM-E 250 IP23
11403 BS 735 IM-E 400 IP23

11404 BS 735 HQI-E 250 IP23
11405 BS 735 HQI-E 400 IP23

-
-

UNITS WITHOUT PROTECTING GLASS. IP23F

230V
50Hz

HIGH PRESSURE SODIUM

Ord. No. Description
MERCURY VAPOUR

Ord. No. DescriptionW Weight kg 

250
400

11406 BS 735 SAP-E 250 IP23
11407 BS 735 SAP-E 400 IP23

11408 BS 735 VM 250 IP23
11409 BS 735 VM 400 IP23

-
-

Unit supplied complete with lamp

IM: Feeder including Mercury Vapour Ballast (2.2A) and starter 700V.

HQI:  Feeder including Sodium Ballast (3.0A) and starter 4500V.

Illumina 626 BS 735 Industrial reflectors

H

LB
1x26 315 385 TCE
1x32 315 385 TC TE
1x42 315 385 TC TE
2x26 315 385 TCE

Power • Dimensions (mm) • Lamp
W Ø H

2x32 315 385 TC TE
1x35 315 385 HQI-G12
1x70 315 385 HQI-G12

Power • Dimensions (mm) • Lamp
W Ø H

Illumina BS 750

Polyester powder coated plastic material body, silver colour, supporting components and lamp holder.
Supplied with 3-pole double insulation electric cable.
Technical details: Symbols page 6.

Industrial reflectors
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Industrial lighting: photometric datas

C0-C180 C90-C270

Ord. Code. 3619

2x36W T8

105°

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 85 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.2 / -0.2 +0.2 / -0.4
2.0H +0.2 / -0.3 +0.4 / -0.7

Standard Table BK09 BK05
Correction Summand 8.8 3.9

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 6700lm Total Luminous Flux

80

120

160

200

2H

4H

8H

12H

2H
3H
4H
6H
8H

12H
2H
3H
4H
6H
8H

12H
4H
6H
8H

12H
4H
6H
8H

19.1
21.1
22.0
23.0
23.5
23.9
19.6
21.8
23.0
24.2
24.7
25.3
23.2
24.7
25.4
26.1
23.2
24.7
25.5

17.6
18.8
19.2
19.4
19.4
19.4
18.4
19.8
20.4
20.7
20.8
20.8
21.0
21.5
21.7
21.8
21.1
21.8
22.0

20.4
22.3
23.2
24.1
24.5
24.9
20.8
22.8
23.9
25.0
25.5
26.0
24.0
25.3
26.0
26.6
23.9
25.3
26.0

18.9
20.0
20.3
20.4
20.5
20.4
19.6
20.8
21.3
21.5
21.5
21.5
21.7
22.1
22.2
22.3
21.8
22.3
22.5

19.5
21.5
22.5
23.5
24.0
24.4
20.1
22.3
23.5
24.7
25.3
25.9
23.8
25.2
26.0
26.7
23.8
25.3
26.1

18.0
19.2
19.6
19.8
19.9
19.9
18.9
20.3
20.9
21.2
21.3
21.4
21.5
22.1
22.2
22.4
21.7
22.4
22.6

20.8
22.7
23.6
24.5
25.0
25.4
21.2
23.3
24.3
25.5
26.0
26.5
24.5
25.8
26.5
27.2
24.4
25.8
26.6

19.3
20.4
20.7
20.9
20.9
20.9
20.0
21.3
21.7
22.0
22.0
22.0
22.2
22.7
22.8
22.9
22.3
22.9
23.1

2
1
0
0
5
9
6
8
9
0
6
1
1
5
2
9
0
5
3

21.
23.
24.
25.
25.
25.
21.
23.
24.
26.
26.
27.
25.
26.
27.
27.
25.
26.
27.

19.7
20.8
21.2
21.3
21.4
21.4
20.5
21.8
22.3
22.5
22.6
22.6
22.8
23.3
23.4
23.5
22.9
23.5
23.8

ILLUMINA  626 BS100

C0-C180 C90-C270

Ord. Code. 3621

2x58W T8

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 78 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.2 / -0.2 +0.2 / -0.3
2.0H +0.2 / -0.3 +0.4 / -0.7

Standard Table BK09 BK05
Correction Summand 7.6 3.0

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 10400lm Total Luminous Flux      

80

120

160

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

18.8
20.8
21.8
22.8
23.3
23.7
19.4
21.6
22.7
24.0
24.5
25.1
23.0
24.5
25.2
25.9
23.0
24.5
25.3

17.5
18.8
19.2
19.4
19.4
19.5
18.4
19.8
20.3
20.7
20.7
20.8
20.9
21.4
21.6
21.7
21.1
21.7
22.0

20.2
22.0
23.0
23.9
24.3
24.7
20.5
22.6
23.6
24.8
25.3
25.8
23.8
25.1
25.8
26.4
23.7
25.1
25.8

18.9
20.0
20.3
20.5
20.5
20.5
19.5
20.8
21.2
21.5
21.5
21.5
21.7
22.1
22.2
22.2
21.8
22.3
22.5

19.2
21.3
22.3
23.3
23.8
24.2
19.8
22.1
23.3
24.5
25.1
25.7
23.5
25.0
25.8
26.5
23.6
25.1
25.9

17.9
19.2
19.6
19.9
19.9
19.9
18.8
20.3
20.8
21.2
21.3
21.3
21.5
22.0
22.2
22.3
21.6
22.3
22.6

20.5
22.4
23.4
24.3
24.8
25.2
21.0
23.1
24.1
25.3
25.8
26.3
24.3
25.7
26.3
27.0
24.2
25.7
26.4

19.2
20.4
20.7
20.9
20.9
20.9
19.9
21.3
21.7
22.0
22.0
22.0
22.2
22.6
22.8
22.8
22.3
22.9
23.1

20.9
22.9
23.8
24.8
25.3
25.7
21.4
23.6
24.7
25.8
26.4
26.9
24.9
26.3
27.0
27.7
24.8
26.3
27.1

19.6
20.8
21.2
21.4
21.4
21.4
20.4
21.8
22.2
22.5
22.6
22.6
22.8
23.2
23.4
23.5
22.9
23.5
23.7

200

ILLUMINA  626 BS100

C0-C180 C90-C270

Ord. Code. 3718

2x28W T5

105°

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 76 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.2 / -0.2 +0.4 / -0.5
2.0H +0.2 / -0.4 +0.6 / -0.9

Standard Table BK10 BK05
Correction Summand 7.7 2.3

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 5800lm Total Luminous Flux

80

120

160

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

17.8
19.6
20.8
22.0
22.7
23.3
18.4
20.4
21.7
23.2
23.9
24.6
21.9
23.6
24.6
25.5
21.9
23.7
24.7

16.6
17.7
18.1
18.2
18.3
18.3
17.5
18.8
19.2
19.5
19.6
19.6
19.8
20.3
20.4
20.5
20.0
20.5
20.8

19.2
20.9
21.9
23.1
23.7
24.3
19.5
21.4
22.6
24.0
24.6
25.3
22.7
24.3
25.1
26.0
22.6
24.3
25.2

18.0
19.0
19.2
19.3
19.3
19.3
18.6
19.8
20.1
20.3
20.3
20.3
20.5
20.9
21.0
21.0
20.6
21.1
21.3

18.2
20.1
21.2
22.5
23.1
23.7
18.8
20.9
22.2
23.7
24.4
25.2
22.5
24.2
25.1
26.1
22.5
24.3
25.3

17.0
18.2
18.5
18.7
18.8
18.8
17.9
19.3
19.7
20.0
20.1
20.2
20.3
20.8
21.0
21.1
20.5
21.1
21.4

19.5
21.3
22.3
23.5
24.1
24.7
19.9
21.8
23.1
24.5
25.2
25.8
23.2
24.8
25.7
26.6
23.1
24.8
25.8

18.3
19.4
19.7
19.8
19.8
19.7
19.0
20.2
20.6
20.8
20.9
20.8
21.1
21.4
21.5
21.6
21.2
21.7
21.9

19.9
21.7
22.8
24.0
24.6
25.2
20.4
22.3
23.6
25.0
25.7
26.4
23.8
25.4
26.3
27.2
23.7
25.4
26.4

18.7
19.8
20.1
20.2
20.2
20.2
19.5
20.7
21.1
21.4
21.4
21.4
21.6
22.0
22.2
22.3
21.8
22.3
22.5

200

ILLUMINA  626 BS110

C0-C180 C90-C270

Ord. Code. 3620

1x58W T8

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 72 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / 0.1
1.5H +0.2 / -0.2 +0.2 / -0.3
2.0H +0.2 / -0.4 +0.5 / -0.6

Standard Table BK09 BK05
Correction Summand 5.5 1.1

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 5200lm Total Luminous Flux

100

150

200

2H

4H

8H

12H

2H
3H
4H
6H
8H

12H
2H
3H
4H
6H
8H

12H
4H
6H
8H

12H
4H
6H
8H

16.2
18.4
19.6
20.5
20.9
21.3
16.8
19.2
20.5
21.7
22.2
22.7
20.8
22.2
22.9
23.6
20.8
22.3
23.0

15.7
16.8
17.2
17.4
17.4
17.5
16.3
17.7
18.2
18.5
18.6
18.7
18.8
19.3
19.5
19.6
18.9
19.6
19.9

17.5
19.6
20.7
21.6
22.0
22.3
17.9
20.2
21.4
22.5
23.0
23.4
21.6
22.9
23.5
24.1
21.5
22.8
23.5

17.0
18.1
18.4
18.5
18.5
18.4
17.5
18.7
19.1
19.3
19.4
19.3
19.5
20.0
20.1
20.1
19.6
20.2
20.4

16.6
18.8
20.0
21.0
21.4
21.8
17.2
19.7
21.0
22.2
22.8
23.3
21.3
22.8
23.5
24.2
21.3
22.9
23.6

16.1
17.3
17.6
17.9
17.9
17.9
16.8
18.2
18.7
19.1
19.1
19.2
19.3
19.9
20.1
20.2
19.5
20.2
20.4

17.9
20.0
21.1
22.0
22.4
22.8
18.3
20.6
21.9
23.0
23.5
23.9
22.1
23.4
24.0
24.7
22.0
23.4
24.1

17.3
18.4
18.8
18.9
18.9
18.9
17.9
19.2
19.6
19.8
19.9
19.9
20.1
20.5
20.6
20.7
20.2
20.7
20.9

18.2
20.4
21.5
22.4
22.9
23.2
18.7
21.1
22.4
23.5
24.0
24.5
22.6
24.0
24.6
25.3
22.6
24.0
24.7

17.7
18.8
19.2
19.3
19.4
19.3
18.3
19.6
20.1
20.4
20.4
20.4
20.6
21.1
21.2
21.3
20.7
21.3
21.5

ILLUMINA  626 BS100

C0-C180 C90-C270

Ord. Code. 3719

1x35W T5

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 72 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.2 / -0.2 +0.3 / -0.5
2.0H +0.3 / -0.4 +0.6 / -0.8

Standard Table -- BK05
Correction Summand -- 2.0

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 7300lm Total Luminous Flux

80

120

160

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

17.7
19.5
20.8
22.1
22.8
23.4
18.3
20.3
21.7
23.3
24.1
24.8
22.0
23.8
24.8
25.8
22.0
23.9
24.9

16.4
17.6
17.9
18.1
18.1
18.1
17.3
18.7
19.1
19.4
19.5
19.5
19.7
20.2
20.4
20.5
19.9
20.5
20.8

19.1
20.8
22.0
23.2
23.9
24.4
19.4
21.3
22.6
24.1
24.9
25.5
22.7
24.5
25.4
26.3
22.7
24.4
25.4

17.8
18.8
19.1
19.2
19.2
19.1
18.5
19.7
20.0
20.2
20.3
20.2
20.5
20.9
21.0
21.0
20.6
21.1
21.3

18.1
20.0
21.2
22.6
23.3
23.9
18.7
20.8
22.2
23.8
24.6
25.4
22.5
24.4
25.4
26.4
22.5
24.5
25.5

16.8
18.0
18.4
18.6
18.6
18.6
17.8
19.1
19.6
19.9
20.0
20.1
20.2
20.8
21.0
21.1
20.5
21.1
21.4

19.4
21.2
22.4
23.7
24.3
24.9
19.8
21.7
23.1
24.6
25.4
26.1
23.3
25.0
25.9
26.8
23.2
25.0
26.0

18.2
19.2
19.5
19.6
19.6
19.6
18.9
20.1
20.5
20.7
20.8
20.8
21.0
21.4
21.5
21.6
21.1
21.7
21.9

19.8
21.6
22.8
24.1
24.8
25.4
20.3
22.2
23.6
25.2
25.9
26.7
23.8
25.6
26.6
27.5
23.8
25.6
26.7

18.5
19.6
19.9
20.1
20.1
20.1
19.3
20.6
21.0
21.3
21.3
21.4
21.6
22.0
22.2
22.3
21.7
22.3
22.6

200

ILLUMINA  626 BS110

Ord. No. Description LampW Weight kg 

1x26
1x32
1x42
2x26
2x32
1x35
1x70

11237 BS 750 RE 126 IP20
11238 BS 750 RE 132 IP20
11239 BS 750 RE 142 IP20
11240 BS 750 RE 226 IP20
11241 BS 750 RE 232 IP20
11242 BS 750 HQI-G12 35 IP20
11243 BS 750 HQI-G12 70 IP20

TCE
TC TE
TC TE
TCE
TC TE
HQI-G12
HQI-G12

Supplied with protection cover
Supplied with protection cover

3.2
3.2
3.3
3.4
3.5
4.9
5.1

IP20F

230V
50Hz

Lamp not supplied

Illumina 626 BS 750 Industrial reflectors
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C0-C180 C90-C270

Ord. Code. 11241

2x32W TC TE

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 85 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.3 / -0.3 +0.3 / -0.3
2.0H +0.3 / -0.5 +0.4 / -0.5

Standard Table BK09 BK08
Correction Summand 11.7 10.2

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 4800lm Total Luminous Flux

40

60
80

100
120
140
160

180

200

105°

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

20.4
22.4
23.3
24.2
24.6
25.1
21.2
23.3
24.4
25.5
26.0
26.5
24.8
26.1
26.8
27.5
24.9
26.3
27.0

20.4
22.4
23.3
24.2
24.6
25.1
21.2
23.3
24.4
25.5
26.0
26.5
24.8
26.1
26.8
27.5
24.9
26.3
27.0

21.7
23.6
24.4
25.2
25.6
26.0
22.3
24.3
25.3
26.2
26.7
27.1
25.5
26.7
27.3
27.9
25.5
26.8
27.5

21.7
23.6
24.4
25.2
25.6
26.0
22.3
24.3
25.3
26.2
26.7
27.1
25.5
26.7
27.3
27.9
25.5
26.8
27.5

21.0
23.0
23.9
24.8
25.3
25.7
21.8
24.0
25.1
26.1
26.7
27.2
25.5
26.8
27.5
28.2
25.6
27.0
27.7

21.0
23.0
23.9
24.8
25.3
25.7
21.8
24.0
25.1
26.1
26.7
27.2
25.5
26.8
27.5
28.2
25.6
27.0
27.7

22.3
24.2
25.0
25.9
26.3
26.6
22.9
24.9
25.9
26.9
27.4
27.8
26.2
27.4
28.0
28.7
26.3
27.5
28.2

22.3
24.2
25.0
25.9
26.3
26.6
22.9
24.9
25.9
26.9
27.4
27.8
26.2
27.4
28.0
28.7
26.3
27.5
28.2

22.9
24.8
25.7
26.6
27.0
27.4
23.6
25.7
26.7
27.7
28.2
28.7
27.1
28.3
28.9
29.5
27.1
28.4
29.1

22.9
24.8
25.7
26.6
27.0
27.4
23.6
25.7
26.7
27.7
28.2
28.7
27.1
28.3
28.9
29.5
27.1
28.4
29.1

ILLUMINA BS 750

C0-C180 C90-C270

Ord. Code. 11239

1x42WTC TE

105°

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 83 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.2 / -0.2 +0.2 / -0.2
2.0H +0.3 / -0.3 +0.3 / -0.3

Standard Table BK09 BK09
Correction Summand 10.4 10.4

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 3200lm Total Luminous Flux

60

80

100

120

2H

4H

8H

12H

2H
3H
4H
6H
8H

12H
2H
3H
4H
6H
8H

12H
4H
6H
8H

12H
4H
6H
8H

40

20.4
22.4
23.3
24.2
24.6
25.1
21.2
23.3
24.4
25.5
26.0
26.5
24.8
26.1
26.8
27.5
24.9
26.3
27.0

20.4
22.4
23.3
24.2
24.6
25.1
21.2
23.3
24.4
25.5
26.0
26.5
24.8
26.1
26.8
27.5
24.9
26.3
27.0

21.7
23.6
24.4
25.2
25.6
26.0
22.3
24.3
25.3
26.2
26.7
27.1
25.5
26.7
27.3
27.9
25.5
26.8
27.5

21.7
23.6
24.4
25.2
25.6
26.0
22.3
24.3
25.3
26.2
26.7
27.1
25.5
26.7
27.3
27.9
25.5
26.8
27.5

21.0
23.0
23.9
24.8
25.3
25.7
21.8
24.0
25.1
26.1
26.7
27.2
25.5
26.8
27.5
28.2
25.6
27.0
27.7

21.0
23.0
23.9
24.8
25.3
25.7
21.8
24.0
25.1
26.1
26.7
27.2
25.5
26.8
27.5
28.2
25.6
27.0
27.7

22.3
24.2
25.0
25.9
26.3
26.6
22.9
24.9
25.9
26.9
27.4
27.8
26.2
27.4
28.0
28.7
26.3
27.5
28.2

22.3
24.2
25.0
25.9
26.3
26.6
22.9
24.9
25.9
26.9
27.4
27.8
26.2
27.4
28.0
28.7
26.3
27.5
28.2

22.9
24.8
25.7
26.6
27.0
27.4
23.6
25.7
26.7
27.7
28.2
28.7
27.1
28.3
28.9
29.5
27.1
28.4
29.1

22.9
24.8
25.7
26.6
27.0
27.4
23.6
25.7
26.7
27.7
28.2
28.7
27.1
28.3
28.9
29.5
27.1
28.4
29.1

ILLUMINA BS 750

C0-C180 C90-C270

105°

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 68 %

100

150

Ord. Code 3654

1x11W TCL

C0-C180 C90-C270

105°

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 59 %

80

120

160

200

Ord. Code 3655

1x24W TCL

OFFICE LUCE

C0-C180 C90-C270

Ord. Code. 11237

2x26W TC TE

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 82 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.1 / -0.1
1.5H +0.2 / -0.2 +0.2 / -0.2
2.0H +0.3 / -0.4 +0.3 / -0.4

Standard Table BK08 BK08
Correction Summand 7.8 7.8

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 1800lm Total Luminous Flux

40

60

80

100

120

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

120°
18.4
20.5
21.4
22.2
22.5
22.9
19.2
21.4
22.5
23.4
23.8
24.3
22.9
24.0
24.6
25.2
22.9
24.2
24.8

18.4
20.5
21.4
22.2
22.5
22.9
19.2
21.4
22.5
23.4
23.8
24.3
22.9
24.0
24.6
25.2
22.9
24.2
24.8

19.8
21.6
22.5
23.2
23.5
23.8
20.3
22.4
23.3
24.2
24.6
24.9
23.6
24.6
25.1
25.6
23.6
24.7
25.2

19.8
21.6
22.5
23.2
23.5
23.8
20.3
22.4
23.3
24.2
24.6
24.9
23.6
24.6
25.1
25.6
23.6
24.7
25.2

19.0
21.0
22.0
22.8
23.2
23.5
19.8
22.0
23.1
24.1
24.5
24.9
23.6
24.7
25.3
25.9
23.6
24.9
25.5

19.0
21.0
22.0
22.8
23.2
23.5
19.8
22.0
23.1
24.1
24.5
24.9
23.6
24.7
25.3
25.9
23.6
24.9
25.5

20.3
22.2
23.1
23.8
24.1
24.4
20.9
23.0
24.0
24.8
25.2
25.6
24.3
25.3
25.8
26.3
24.3
25.4
26.0

20.3
22.2
23.1
23.8
24.1
24.4
20.9
23.0
24.0
24.8
25.2
25.6
24.3
25.3
25.8
26.3
24.3
25.4
26.0

20.9
22.9
23.7
24.5
24.8
25.2
21.6
23.7
24.7
25.6
26.0
26.4
25.0
26.1
26.7
27.2
25.1
26.2
26.8

20.9
22.9
23.7
24.5
24.8
25.2
21.6
23.7
24.7
25.6
26.0
26.4
25.0
26.1
26.7
27.2
25.1
26.2
26.8

ILLUMINA BS 750

Industrial lighting: photometric datas

C0-C180 C90-C270

Ord. Code. 3627

2x24W TCL

105°

90°

75°

60°

45°

30° 15° 0° 15°

cd/klm η = 70  %    

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +1.6 / -2.5 +0.4 / -0.7
1.5H +3.1 / -8.8 +1.5 / -2.7
2.0H +4.5 / -11.9 +1.9 / -4.7

Standard Table BK01 BK02
Correction Summand -0.2 -0.7

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 3600lm Total Luminous Flux      

200

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

120°

30°

18.8
18.7
18.6
18.5
18.5
18.5
19.0
18.9
18.8
18.8
18.7
18.7
18.8
18.7
18.7
18.7
18.7
18.7
18.7

18.6
19.0
19.0
19.0
19.0
18.9
19.0
19.6
19.6
19.6
19.6
19.5
19.5
19.5
19.5
19.4
19.5
19.5
19.4

20.0
19.7
19.6
19.4
19.4
19.3
20.0
19.7
19.6
19.4
19.3
19.2
19.4
19.2
19.1
19.0
19.3
19.1
19.0

19.8
20.1
20.0
19.9
19.8
19.8
20.0
20.5
20.4
20.2
20.2
20.1
20.1
20.0
19.9
19.8
20.0
19.9
19.8

19.1
19.0
18.9
18.9
18.9
18.8
19.3
19.3
19.2
19.2
19.2
19.1
19.2
19.2
19.2
19.1
19.2
19.2
19.1

18.9
19.4
19.4
19.3
19.3
19.3
19.3
20.0
20.0
20.0
20.0
20.0
20.0
20.0
19.9
19.9
20.0
19.9
19.9

20.2
20.0
19.9
19.7
19.7
19.6
20.3
20.1
19.9
19.8
19.7
19.6
19.8
19.7
19.6
19.5
19.7
19.6
19.5

20.0
20.4
20.3
20.2
20.1
20.1
20.2
20.8
20.7
20.6
20.6
20.5
20.5
20.4
20.4
20.3
20.5
20.3
20.3

20.4
20.3
20.2
20.1
20.0
20.0
20.6
20.4
20.3
20.2
20.1
20.1
20.2
20.1
20.1
20.0
20.2
20.1
20.0

20.2
20.6
20.6
20.5
20.5
20.4
20.5
21.1
21.1
21.0
21.0
20.9
21.0
20.9
20.8
20.8
20.9
20.8
20.8

ILLUMINA  626 BS200

C0-C180 C90-C270

Ord. Code. 3629

1x40W TCL

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 84 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +1.5 /  -2.2 +0.2 / -0.2
1.5H +3.3 /  -8.9 +1.2 / -2.2
2.0H +4.4 / -12.5 +2.3 / -3.9

Standard Table BK01 BK02
Correction Summand 2.1 3.9

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 7000lm Total Luminous Flux

200

300

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

20.3
20.2
20.1
20.0
20.0
20.0
20.8
20.7
20.6
20.5
20.5
20.4
20.5
20.5
20.4
20.4
20.5
20.4
20.4

20.7
21.4
21.7
21.7
21.7
21.7
21.2
22.0
22.2
22.4
22.4
22.3
22.1
22.3
22.3
22.3
22.1
22.2
22.2

21.5
21.3
21.1
21.0
20.9
20.8
21.8
21.5
21.4
21.2
21.1
21.0
21.2
21.0
20.9
20.8
21.1
20.9
20.8

21.9
22.5
22.7
22.6
22.6
22.5
22.2
22.8
23.0
23.0
23.0
22.9
22.7
22.8
22.7
22.6
22.6
22.7
22.6

20.6
20.5
20.5
20.4
20.4
20.4
21.1
21.0
21.0
20.9
20.9
20.9
21.0
20.9
20.9
20.9
21.0
20.9
20.9

20.9
21.8
22.0
22.1
22.1
22.0
21.5
22.3
22.6
22.8
22.8
22.8
22.6
22.7
22.8
22.8
22.5
22.7
22.7

21.8
21.5
21.4
21.3
21.2
21.2
22.1
21.9
21.7
21.6
21.5
21.4
21.6
21.4
21.3
21.3
21.5
21.3
21.3

22.1
22.8
23.0
22.9
22.9
22.8
22.5
23.2
23.3
23.4
23.4
23.3
23.1
23.2
23.2
23.1
23.1
23.1
23.1

22.0
21.8
21.7
21.6
21.6
21.5
22.4
22.2
22.1
22.0
21.9
21.9
22.0
21.9
21.8
21.8
21.9
21.8
21.8

22.3
23.1
23.3
23.3
23.2
23.2
22.8
23.5
23.7
23.8
23.8
23.8
23.6
23.7
23.7
23.6
23.5
23.6
23.6

400

ILLUMINA  626 BS200

C0-C180 C90-C270

Ord. Code. 3629

1x40W TCL

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 84 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +1.5 /  -2.2 +0.2 / -0.2
1.5H +3.3 /  -8.9 +1.2 / -2.2
2.0H +4.4 / -12.5 +2.3 / -3.9

Standard Table BK01 BK02
Correction Summand 2.1 3.9

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 7000lm Total Luminous Flux

200

300

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

20.3
20.2
20.1
20.0
20.0
20.0
20.8
20.7
20.6
20.5
20.5
20.4
20.5
20.5
20.4
20.4
20.5
20.4
20.4

20.7
21.4
21.7
21.7
21.7
21.7
21.2
22.0
22.2
22.4
22.4
22.3
22.1
22.3
22.3
22.3
22.1
22.2
22.2

21.5
21.3
21.1
21.0
20.9
20.8
21.8
21.5
21.4
21.2
21.1
21.0
21.2
21.0
20.9
20.8
21.1
20.9
20.8

21.9
22.5
22.7
22.6
22.6
22.5
22.2
22.8
23.0
23.0
23.0
22.9
22.7
22.8
22.7
22.6
22.6
22.7
22.6

20.6
20.5
20.5
20.4
20.4
20.4
21.1
21.0
21.0
20.9
20.9
20.9
21.0
20.9
20.9
20.9
21.0
20.9
20.9

20.9
21.8
22.0
22.1
22.1
22.0
21.5
22.3
22.6
22.8
22.8
22.8
22.6
22.7
22.8
22.8
22.5
22.7
22.7

21.8
21.5
21.4
21.3
21.2
21.2
22.1
21.9
21.7
21.6
21.5
21.4
21.6
21.4
21.3
21.3
21.5
21.3
21.3

22.1
22.8
23.0
22.9
22.9
22.8
22.5
23.2
23.3
23.4
23.4
23.3
23.1
23.2
23.2
23.1
23.1
23.1
23.1

22.0
21.8
21.7
21.6
21.6
21.5
22.4
22.2
22.1
22.0
21.9
21.9
22.0
21.9
21.8
21.8
21.9
21.8
21.8

22.3
23.1
23.3
23.3
23.2
23.2
22.8
23.5
23.7
23.8
23.8
23.8
23.6
23.7
23.7
23.6
23.5
23.6
23.6

400

ILLUMINA  626 BS110

C0-C180 C90-C270

Ord. Code. 3715

1x28W T5

105°

90°

75°

60°

45°

30°

15° 0° 15°

cd/klm η = 86 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +0.1 / -0.1 +0.3 / -0.4
1.5H +0.1 / -0.2 +0.6 / -0.9
2.0H +0.2 / -0.3 +1.1 / -1.4

Standard Table BK09 BK05
Correction Summand 5.5 1.0

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 2900lm Total Luminous Flux

100

200

250

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

15.4
17.8
19.1
20.0
20.4
20.7
16.0
18.6
20.0
21.1
21.5
21.9
20.3
21.6
22.2
22.7
20.3
21.6
22.3

15.3
16.2
16.5
16.6
16.6
16.6
15.8
17.1
17.6
17.8
17.9
17.9
18.1
18.6
18.8
18.9
18.3
18.8
19.1

16.7
19.0
20.2
21.1
21.4
21.7
17.1
19.6
20.9
21.9
22.3
22.6
21.0
22.2
22.7
23.2
20.9
22.2
22.8

16.6
17.5
17.7
17.7
17.7
17.6
17.0
18.1
18.4
18.6
18.6
18.6
18.9
19.2
19.3
19.4
18.9
19.4
19.6

15.8
18.2
19.5
20.5
20.8
21.1
16.4
19.1
20.5
21.6
22.1
22.5
20.8
22.1
22.7
23.3
20.8
22.2
22.9

15.6
16.7
16.9
17.1
17.1
17.1
16.3
17.6
18.0
18.3
18.4
18.4
18.7
19.1
19.3
19.4
18.8
19.4
19.7

17.1
19.4
20.6
21.5
21.8
22.1
17.5
20.0
21.4
22.4
22.8
23.2
21.5
22.7
23.3
23.8
21.5
22.7
23.3

16.9
17.9
18.1
18.1
18.1
18.1
17.4
18.6
18.9
19.1
19.1
19.1
19.4
19.8
19.9
19.9
19.5
19.9
20.2

17.4
19.8
21.1
21.9
22.3
22.6
18.0
20.5
21.9
22.9
23.4
23.7
22.1
23.3
23.9
24.4
22.0
23.4
24.0

17.3
18.3
18.5
18.5
18.6
18.5
17.8
19.0
19.4
19.6
19.7
19.7
19.9
20.3
20.5
20.6
20.0
20.6
20.8

ILLUMINA  626 BS110

C0-C180 C90-C270

Ord. Code. 3720

4x55W TCL

105°

90°

75°

60°

45°

30° 15° 0° 15°

cd/klm η = 64 %

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +1.4 / -3.1 +0.2 / -0.4
1.5H +2.8 / -11.4 +1.6 / -2.5
2.0H +4.2 / -14.5 +1.9 / -4.0

Standard Table BK02 BK02
Correction Summand 0.8 2.7

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 19200lm Total Luminous Flux

100

150

200

300

2H 2H
3H
4H
6H
8H

12H
4H 2H             

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

30°

20.0
19.9
19.8
19.7
19.7
19.7
20.3
20.2
20.1
20.1
20.0
20.0
20.1
20.0
20.0
19.9
20.0
20.0
19.9

20.9
21.6
21.7
21.6
21.6
21.6
21.2
21.9
22.0
22.0
22.0
22.0
21.9
21.9
21.9
21.9
21.9
21.9
21.9

21.2
20.9
20.8
20.6
20.6
20.5
21.3
21.1
20.9
20.7
20.6
20.5
20.7
20.5
20.4
20.3
20.6
20.4
20.3

22.1
22.6
22.7
22.6
22.5
22.4
22.2
22.7
22.7
22.7
22.6
22.5
22.5
22.4
22.3
22.2
22.4
22.3
22.2

20.3
20.2
20.1
20.1
20.1
20.0
20.7
20.6
20.5
20.5
20.5
20.4
20.5
20.5
20.4
20.4
20.5
20.4
20.4

21.2
21.9
22.0
22.0
22.0
22.0
21.5
22.3
22.4
22.4
22.4
22.4
22.3
22.4
22.4
22.4
22.3
22.4
22.4

21.4
21.2
21.1
20.9
20.9
20.8
21.6
21.4
21.2
21.1
21.0
21.0
21.1
20.9
20.8
20.8
21.0
20.8
20.8

22.3
22.9
22.9
22.9
22.8
22.7
22.4
23.0
23.1
23.1
23.0
22.9
22.9
22.8
22.8
22.7
22.8
22.8
22.7

21.7
21.5
21.4
21.3
21.2
21.2
21.9
21.7
21.6
21.5
21.4
21.4
21.5
21.4
21.3
21.3
21.4
21.3
21.3

22.5
23.2
23.2
23.2
23.1
23.1
22.7
23.4
23.5
23.5
23.4
23.4
23.3
23.3
23.3
23.2
23.3
23.2
23.2

ILLUMINA  626 BS230

C0-C180 C90-C270

Ord. Code. 8160

4x55W TCL

105°

90°

75°

60°

45°

30°
15° 0° 15°

cd/klm η = 76%

Glare Evaluation According to UGR

ρ Ceiling 70 70 50 50 30 70 70 50 50 30
ρ Walls 50 30 50 30 30 50 30 50 30 30
ρ Floor 20 20 20 20 20 20 20 20  20 20

S = 1.0H +1.4 /   -3.1 +0.2 / -0.4
1.5H +2.8 / -13.3 +1.6 / -2.5
2.0H +4.4 / -18.2 +1.9 / -3.8

Standard Table BK01 BK02
Correction Summand 2.0 4.3

Room Size  Viewing direction Viewing direction parallel
x              y  at right angles to lamp axis to lamp axis

Variation of the observer position for the luminaire distances S

Corrected Glare Indices referring to 19200lm Total Luminous Flux

200

2H 2H
3H
4H
6H
8H

12H
4H 2H

3H
4H
6H
8H

12H
8H 4H

6H
8H

12H
12H 4H

6H
8H

20.7
20.5
20.4
20.4
20.3
20.3
21.0
20.9
20.8
20.7
20.7
20.6
20.7
20.7
20.6
20.6
20.7
20.6
20.6

21.7
22.5
22.7
22.7
22.7
22.7
22.0
22.9
23.1
23.1
23.1
23.1
23.0
23.0
23.0
23.0
22.9
23.0
23.0

21.9
21.6
21.4
21.3
21.2
21.1
22.0
21.7
21.5
21.4
21.3
21.2
21.3
21.2
21.0
21.0
21.2
21.0
21.0

22.9
23.6
23.7
23.7
23.6
23.5
23.0
23.7
23.8
23.8
23.7
23.6
23.6
23.5
23.5
23.4
23.5
23.4
23.4

21.0
20.8
20.8
20.7
20.7
20.7
21.4
21.2
21.2
21.1
21.1
21.1
21.2
21.1
21.1
21.1
21.1
21.1
21.1

22.0
22.9
23.1
23.1
23.1
23.1
22.3
23.2
23.5
23.6
23.6
23.5
23.4
23.5
23.5
23.5
23.4
23.5
23.5

22.1
21.9
21.7
21.6
21.5
21.5
22.3
22.0
21.9
21.7
21.7
21.6
21.7
21.6
21.5
21.4
21.7
21.5
21.4

23.1
23.9
24.0
24.0
23.9
23.8
23.3
24.0
24.2
24.2
24.1
24.1
24.0
24.0
23.9
23.8
23.9
23.9
23.8

22.3
22.1
22.0
21.9
21.8
21.8
22.6
22.4
22.3
22.1
22.1
22.0
22.1
22.0
22.0
21.9
22.1
22.0
21.9

23.4
24.1
24.3
24.3
24.2
24.2
23.5
24.4
24.6
24.6
24.5
24.5
24.4
24.4
24.4
24.3
24.3
24.4
24.3300

400

ILLUMINA  626 BS230


